Upinacie puzdra pre Spline Shafts - DIN ISO 14

Material: Ocel C45, skrutka 12.9, pozinkovana.

S Verzia 1
Hlinik, skrutka nerez. A2-70. L R
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Verzia 1: Skrutky DIN 912 st potiahnuté polyamidu vrstvou. Tak sa \ \\H‘y)/ L} Yl ‘\\“"
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Verzia 2: with additional nut, for adjusting the inner diameter and as 5-#4 ”&
lock nut. d ]
Tolerancia L: t0-08 mm A a >

" .0.25 mm Verzia 2 N
Teplotna Skéla: -40°C az +175°C.
Informacie potrebné na objednanie: napr.: Produkt ¢. 648 622 00, Zverny krazok, ocel, KN 11 x 14

Hmot.  Hmot.

Produkt €. Produkt €. Profil Verzia Verzia A d L Rimax. Skrutka matica ~ Ocel  Hlinik
Ocel C45 Hlinik mm Ocel Hlinik mm mm mm mm DIN912  sw* mm g g
64867200 64862200 KN11x 14 1 1 30 1 1M 347  Méx12 46 17
64867400 64862400 KN 13 x 16 1 1 34 13 13 399  M5x14 70 25
64867500 64862500 KN 16x 20 1 1 40 16 15 476  M6x16 110 )
64867100 64862100 KN 18 x 22 1 1 2 18 15 493 M6 x 16 118 43
64867600 64862600 KN 21x25 1 1 45 21 15 518  M6x16 124 46
64867300 64862300 KN 23 x28 1 1 48 23 15 544  M6x18 - 144 51
64867700 64862700 KN 26 x 32 2 1 54 26 15 597  M6x18 10/- 180 66
64867900 64862900 KN 28x 34 2 2 57 28 15 62,3 M6 x 18 10 196 72
64867800 64862800 KN 32x38 2 2 60 32 15 66,0 M6 x 18 10 204 76
64868200 64863200 KN 36x42 2 2 73 36 19 80,4 M8 x 25 13 416 155
64868000 64863000 KN 42 x 48 2 2 78 42 19 85,7 M8 x 25 13 450 166

* width across flats of nut, only at version 2.

Upozornenie Verzia 2

At the bigger sizes, due to tensions inside the material, it is necessa-
ry to adjust the inner diameter before mounting:

Loosen the screw, turn it about half a round further out and hold

it in this position. Turn the nut towards the head of the screw to
enlarge the ring a little. Push the ring on the shaft, on the desired
position. Loosen the nut. Tighten the bolt and then tighten the nut,
as a lock nut.
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